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M84Pro
heavy duty industrial printer
for the most demanding 
applications

FEATURES 
  heavy duty industrial 

construction

  semiconductor / electronics

 variable print resolution

 Windows compatible

 powerful memory

 easy connectivity

APPlicATionS
 electronics manufacturing

 primary product industry

 distribution centre

 Warehouse

 general ticketing
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TECHNICAL INFORMATION
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OPERATING CHARACTERISTICS
power requirements input voltage ac200-240v (optional 100-120v)/130W (peak)

dimensions (W x d x h): 265 x 435 x 341mm (10.4” x 17.1” x 13.4”)

Weight approx. 18kg (39.7lbs)

environment operating 5 – 40ºc / 15 – 85% rh (without condensation)

storage -5 – 60ºc / 15 – 90% rh (without condensation)

esd immunity 8kv

OPTIONS
accessories cutter, dispenser, rewinder, memory expansion, pcmcia add-on memory, real-time clock, sato label gallery™

MISCELLANEOUS
regulatory approvals fcc (class B), ce, tÜv, ul, csa, ccc

certifications fcc, ul, csa, ccc, ce, rohs compliant

function useful features hex dump, custom character design, sequential numbering, form storage and recall for faster data retrieving  
of complex format, applicator interface

self diagnosis checking head check, paper end detection, ribbon end / near-end detection (remaining 15 – 30m),
auto sensing for continuous forms, memory card error detection, auto print head detection, test print

INTERFACE CHARACTERISTICS
optional plug-in interface ieee1284, centronics parallel, rs232c (2400-19,200 Baud), rs232c highspeed (9,600-57,600 baud),

usB (12mbit/s), lan (tcp/ip protocol 10/100Baset), Wireless lan 802.11b/g

FONTS / SYMBOLOGIES
fonts standard fonts Bitmap fonts alphanumerical and symbol: WB (18x30 dot), Wl (28x52 dot), Xu (5x9 dot), Xs (17x17 dot),

Xm (24x24 dot), XB (48x48 dot), Xl (48x48 dot), ocr-a (15x22 dot), ocr-a (22x23 dot),
ocr-B (20x24 dot), ocr-B (30x36 dot)

rasterized fonts cg times, cg triumvirate

Barcode 1d Barcode upc-a/e, Jan/ean-8/13, code 39, code 128, gs1-128 (ucc /ean128), codabar (nW–7), interleaved 2 of 5, Bookland 
(2/5 char add-on code), gs1 databar (rss14), composite Jan/ean-8/13; composite upc a/e; composite gs1 128/cc

2d Barcode pdf417 (ver2.4), maXi code (ver3.0), Qr code, gs1 data matrix (ecc200)

print rotation character data / Barcode 0°, 90°, 180°, 270°

PRINTING SPECIFICATION M84Pro
printing method direct thermal, thermal transfer

print resolution, dots/mm (dpi) 8 dots/mm (203dpi) 12 dots/mm (305dpi) 24 dots/mm (609dpi)

max. print area Width, mm (inch) 104mm (4.1”)

length, mm (inch) 1249mm (49.2”) 833mm (32.8”) 356mm (14”)

print speed, mm/sec (ips)* up to 254mm/sec (10 ips) up to 203mm/sec (8 ips) up to 152mm/sec (6 ips)

cpu 32 bit risc

printer memory 2mB standard, 4mB flash memory module (option), 16mB pcmcia (option)

CONSUMABLES SPECIFICATION (Recommended to use printer supplies manufactured or certified by SATO)
sensor type i-mark sensor (reflective), label gap sensor (transmissive)

media type roll or fan-fold die cut labels, plain paper face stock, synthetics and continuous stock

media thickness 0.08 – 0.26mm (0.003” – 0.01”)

label shape diameter max. outside diameter: Ø 218mm (8.6”), core diameter: Ø 76.2mm (3”)

Wind direction face-in

label size continuous Width 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“)

length 6 – 1249mm (0.24” – 49.2“) 6 – 833mm (0.24” – 32.8“) 6 – 356mm (0.24” – 14.0“)

tear-off Width 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“)

length 16 – 1249mm (0.63” – 49.2“) 16 – 833mm (0.63” – 32.8“) 16 – 356mm (0.63” – 14.0“)

cutter Width 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“)

length 30 – 1249mm (1.18” – 49.2“) 30 – 833mm (1.18” – 32.8“) 30 – 356mm (1.18” – 14.0“)

dispenser Width 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“) 22 – 125mm (0.87” – 4.92“)

length 30 – 1249mm (1.18” – 49.2“) 30 – 833mm (1.18” – 32.8“) 30 – 356mm (1.18” – 14.0“)

ribbon size Width: 39.5mm (1.56”) to 111mm (4.37”), max. length: 450m (1476’)

core diameter Ø 25.4mm (1”)

Wind direction face-in


