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SPECYFIKACJA TECHNICZNA

Intel Pentium “Baytrail” N3540 Quad core - 4 cores, 4 threads - 2.16 GHz clock speed (2.66 GHz burst frequency

Windows® 8.1 Pro; Windows® 7 Pro

276.7mm x 179.2mm x 15.7mm

1 rok

Zapewniamy oprogramowanie i materiały 
eksploatacyjne renomowanych firm
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supply chain management solutions

EXCELLENCE IN:

automated labelling systems

professional multi-platform services

 

 

 

Do 8 godzin; 43WHr Lithium Ion

1 USB 3.0; 1 micro-HDMI; 1 full size SD card slot; 1 full size SIM card slot; Power jack; Złącze stacji 
dokującej - wstecznie kompatybilne z dodatkowym Display Port lane

4 GB DDR3L

0,84 kg

10.1” Wide HD (LED BL, 1366x768) Dual Bonded Display z Corning® Gorilla® Glass; 180 stopni kąta 
widzenia; Intel HD Graphics; Screen Rotation: 0°, 90°, 180°, 270°; Micro HDMI Port 1.4a up to 1920 x 
1200 @ 60Hz

SnapWorks™ by Motion® Camera App; Motion/Softex OmniPass Security Software (Windows 7); 
Motion Dashboard (Windows 7); Know Your Motion Tablet (Windows 8.1); Pen and Touch Enabled 
BIOS Setup; Infineon Security Platform Tools; Motion Tablet Center (Windows 8.1); Microsoft Office - 
Trial Version (Windows 8.1)

Integrated Dual Band Wireless-AC with Bluetooth 4.0; Optional Integrated 4G LTE Mobile Broadband 
z GNSS lub Optional Integrated Augmented GPS
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