PACK LEADER

'PRO-225D
Clamshell Labeling Machine

Specification =g S
- Supply Voltage: 220/110 VAC 50/60HZ 1 PHASE
- Power éanumption:8§0VA |

- Dispensing speed: 5m~40m per minute

- Applicator Height: 170mm/200mmy/250mm

- Conveyor width: 160mm

- Spool Diameter: 76mm g | |
e >/

- Dimension: 1835mm (L) x 800mm (W) x 1360mm(H)




PRO-225D
lamshell Labeling Machine

Pack Leader's PRO-225D Series labeling machines are ideal for those
who desire a modular labeling machine that can be customized
according to evolving business needs. As part of the PRO Series, the
Inline PRO-225 is a top and bottom Iabeling machine that includes
a broad selection of upgradeable options, while affording you both

speed and simplicity.

C-Wrap with Bottom Label Top & Bottom Label ~ Undertuck
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- The Pack Leader PRO-225D Clamshell labeling machine is capable of applying
top and bottom label to the clamshell and also a C Shape and L shape labeling.
PRO-225D ‘s unique wipe-in design allows label to secure on the container with
excellent accuracy. With an optional feature it can do a full wrap / undertuck
temper evident seal.

- The conveyor system incorporate with twin belts for transferring and aligning
clamshells to the labeling station and spacing the product for maximum
efficiency. To ensure a perfect labeling accuracy, products will be pre-aligned
before going in to the labeling station. While a Special wipe system providing

a nice finishing on the temper evident seal, a mechanism will drive label
deeper to the dent of the container for an even more secure and excellent
labeling result. Optional features of hot stamp printer, thermal transfer

or Print and Apply system is available.

- Pack Leader Labeling equipment can be developed to match special individual
requirement to provide perfect solution for every problems.
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